All purchase orders for hardware manuals should be for- 
warded to: 

Digital Equipment Corporation 

Cotton Road 

Nashua, N.H. 03060 

Accessory and Supplies Group (P086). 

Purchase orders must show shipping and billing addresses 
and state whether or not a partial shipment will be ac- 
cepted. 

All correspondence and invoicing inquiries should be di- 
rected to the above address. 


6 


EK-VT1 A B- IN -001 


VT1XX-AB/VT1XX-BB Advanced 
Video Option Installation 



digital equipment corporation • maynard, massachusetts 


•i" 


1st Edition, July 1978 
2nd Edition, July 1979 


Copyright © 1978 by Digital Equipment Corporation 

The material in this catalogue is 
for informational purposes and 
is subject to change without no- 
tice. 

Digital Eguipment Corpo- 
ration assumes no responsi- 
bility for any errors which may 
appear in this catalogue. 


Printed in U.S.A. 


INTRODUCTION 


The Advanced Video Option enhances the basic VT100 by 
adding the following features. 

1. A 132-column by 24-line display. 'This capability is 
added to the VT100 by providing additional display 
memory. The screen is now capable of two presenta- 
tions: 80 columns by 24 lines and 132 columns by 24 
lines. 

2. Additional character attributes. The VT100 is now 
capable of highlighting any character(s) on the screen 
in any of the following ways. 

• Bold 

• Blink 

• Underline 

• Reverse 

• Any combination of the above 

3. Capability of additional character sets. This capabil- 
ity is added to the VT100 by providing the logic re- 
quired to access a second character generator. 


INSTALLATION 

The Advanced Video Option kit contains the following. 

Quantity Item Part Number 

Advanced Video PCB 
Standoff 


1 

4 
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54-13097 

90-09313-01 


A screwdriver is the only tool required for installation. Use 
the following procedure to install the Advanced Video Op- 
tion. 

1. Remove power from the terminal by disconnecting 
the ac plug. 

2. Unplug the keyboard (Figure 1). 


CAPTIVE ACCESS 

SCREWS (4) COVER 



OPTIONAL 20mA 
COMMUNICATION 
CONNECTOR 


Figure 1 VT100 Rear View 

3. Unplug the connectors from the composite video in- 
put/output jacks. 

4. Disconnect the communications cable. 
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5 . With a screwdriver, loosen the four captive screws hold- 
ing the access cover and remove the access cover. 

6. If the 20 mA Current Loop Option is installed, gently 
pull the access cover away from the terminal, about 5 
cm (2 inches), and then reach in and disconnect J5 
from the terminal controller board. 

7. Remove the access cover. 

8. Remove the terminal controller board by gently but 
firmly pulling the board straight out. The terminal 
controller board is located in the left-most slot in the 
card cage. 

9. Place the terminal controller board on a flat surface pro- 
tected by cardboard or sheets of paper with the com- 
ponent side up (Figure 2). 

10. Locate the four mounting holes drilled in the termi- 
nal controller board and mount a standoff in each. 

11. Grasp the advanced video board by the edges and 
carefully align the connector pins with the connector 
on the terminal controller board. Gently but firmly 
mount the advanced video board onto the terminal 
controller board. 

12. Reinstall the terminal controller board. The terminal 
controller board must be inserted into the left-most 
slot in the card cage. 

13. Reinstall the access cover. 
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STANDOFF 



MA 1995 


Figure 2 Advanced Video Option Installation 
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CHECKOUT 


Use the following procedure to check out the operation of 
the Advanced Video Option. 

1 . Turn the terminal power on and verify that no error 
was detected during the power up self-test. 

2. Press the SET-UP key. The words “SET-UP A” 
should blink in boldface, the words “TO EXIT 
PRESS SET-UP” should be underlined, and the 
ruler should contain alternating normal and reverse 
video fields. 

3. Place the terminal in the 132-column mode and then 
in the LOCAL mode. 

4. Exit SET-UP and type the following sequence: 

ESC < ESC # 8 

The screen should now display 24 lines X 132 columns. 

RELATED DOCUMENTS 

The following VT100 hardware manuals can be purchased 
from DIGITAL’s Accessory and Supply Group. 

Part No. Title 


EK-VT100-UG 

EK-VT100-JI 

EK-VT100-TM 

EK-VT100-IP 

M P-00663 


VT100 User’s Guide 

VT100 Mini Maintenance Manual 

VT100 Technical Manual 

VT100 Illustrated Parts Breakdown 
(IPB) 

VT100 Print Set 
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